Ccaroma

CONCORDE TOILET PAN

IMPORTANT
TO ACHIEVE A SATISFACTORY 4.5/3L FLUSH PERFORMANCE AND A 4 STAR WELS RATING

THIS TOILET PAN MUST BE MATCHED WITH A COMPATIBLE CAROMA SMARTFLUSH 4.5/3L CISTERN.
THIS TOILET PAN IS ALSO SUITABLE FOR CAROMA 6/3L CISTERNS.

PAN FIXING PROCEDURE SCREW FIXING:
Roughing Procedure 1- Position pan onto pan connector. Adjust pan position if
necessary and mark location of pan fixing holes on the floor.
The soil pipe and pan collar should be accurately fixed into Remove the pan.
position as recommended for Caroma cisterns, as detailed in 2- Drill holes in the marked positions on the floor. The hole diameter
Figure 1 and Figure 2. is dependent on the type of fixing system and floor finish.
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Note: All dimensions are in millimetres and are subject to normal
ofoe manufacturing variations.
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Pan Bedding:

1- Remove an area of tiles which are within the internal area
covered by the foot of the pan to expose the subfloor to
provide a bondage key for the bedding mixture.

2- Ensure that bedding area is clean and free of building material.

3- Prepare bedding sand cement mixture to a ratio of 3:1 and
depth of 60mm as detailed in Figure 1 or Figure 2.

NOTE: Do not fill the foot of the pan with bedding mix or include
lime or fast drying cement in the mix, as this may cause cracking
in the foot of the pan.

4- Position pan and connect with pan connector then level pan
into bedding mixture, so that the back of the foot of the pan
is approximately 10mm above the finished floor as detailed
in Figure 3. It is recommended that wedges are used to
support the foot of the pan during the positioning.
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